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PRODUCT 
DESCRIPTION 

EPA REG. NO. 

PDS 868051.2.ACTIVE.06212024 

Maguard® 15A is an effective sanitizer based on blend of peracetic acid and hydrogen peroxide 
with water and other inert ingredients. When used as directed, this product will deliver effective 
biocidal action against a broad spectrum of bacteria. Maguard® 15A can be used as an effective 
food contact sanitizer, laundry sanitizer or oil and gas biocide. 

10324-231 

CHEMISTRY 

CHEMICAL NAMES acetic acid                   hydrogen peroxide                 peracetic acid                   water 

CAS No. 64-19-7     7722-84-1               79-21-0  7732-18-5 

TYPICAL 
PROPERTIES 

Peracetic Acid (wt.%) 15.2 – 16.8 
Hydrogen Peroxide (wt.%) 9.975 – 11.025 
Appearance  Clear, colorless, liquid 
Specific Gravity 1.100 – 1.192 
Odor Pungent 
Shelf Life 1 Year 

APPLICATIONS Maguard® 15A can be used as either a Laundry Sanitizer, Laundry Disinfectant, Sanitizer for Food 
Contact Surfaces, or any combination of the three product types. Each product type is supported by 
data derived from elaborate and robust testing that must satisfy the criteria set out by the respective 
protocols. In addition, this product could be sold and can be used as a biocide in oil field, agriculture, 
horticulture, paper mills, wastewater, and recirculating water for cooling towers applications.  

USE DILUTIONS Application Dilution AI - PAA AI – H2O2 Contact Time 
Laundry 
Sanitizer 

3.5 oz. / 
100 lb. of dry laundry 

73 ppm 46 ppm 6 minutes 

Laundry 
Disinfectant 

14.5 oz. / 
100 lb. of dry laundry 

302 ppm 188 ppm 15 minutes 

Sanitizing, 
Food Contact 

0.45 – 1.85 oz. / 
5 gal. 

123 - 500 ppm 82 - 333 ppm 1 minute 

 

• AI Conc. – Active ingredient concentration in ppm
• Refer to the product label for more detailed dilution information and contact time.
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STORAGE & 
HANDLING 

 

PDS 868051.2.ACTIVE.06212024 

Refer to and follow the guidelines in the Safety Data Sheet (SDS) available from Mason Chemical 
Company for information on the safe use, handling, and disposal of this product. Mason Chemical 
Company recommends that Maguard® 15A be stored in vented containers and kept at temperatures 
not lower than 35°F nor higher than 85°F. Avoid direct sunlight. Avoid incompatible materials like 
metals (brass, copper, iron, or galvanized metal); always add Maguard® 15A to water. 

SUBREGISTRATION Maguard® 15A is one of dozens of end use products that are available for supplemental registration 
for qualified customers. Supplemental registration is a service offered by Mason Chemical, a Pilot 
Chemical Company, to assist customers in bringing new antimicrobial products to market. See your 
Mason Chemical representative for further detail. 


