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MAGUARD® LAS-99

The information and suggestions given are drawn from data we believe to be reliable, but in all cases, the user should check and confirm the suggestions and results in his own use 
before proceeding further. None of the suggestions or recommendations constitute freedom from any patents that may be existent in the field or be issued. 

PRODUCT 
DESCRIPTION 

COMMON 
CHEMICAL NAME 

CAS NUMBER 

EPA REG. NO. 

PDS 869200.2b.ACTIVE.03302026 
Maguard® LAS-99 is a 96% Dodecylbenzenesulfonic acid (DDBSA). Maguard® LAS-99 is an EPA-registered 
Manufacturing-Use Product. 

Dodecylbenzenesulfonic acid 

27176-87-0 

10324-245 

TYPICAL 
PROPERTIES 

Appearance (25°C) Brown viscous liquid 
% Active, wt. % 96% 
Unsulfonated material, wt. % < 1.5% 
Sulfuric acid, wt. % < 1.5% 
Water content, wt.% 0.10 – 0.30 
Color (5% active solution, #42 filter, 40 mm.), Klett < 50 
Combining Weight, g./eq. 288 – 315 
Freeze Point, °C < -20
Shelf Life 2 Years 

APPLICATIONS Maguard® LAS-99 is a US EPA-registered Manufacturing-Use Product (MUP) which limits its use to registered 
End-Use Products (EUP) like but not limited to sanitizers, disinfectants and other FIFRA regulated applications. 
Formulators using this product are responsible for providing data for the EPA registration of their formulated 
products. Refer to the EPA master label for full list of antimicrobial formulation options. 

ADVANTAGES Maguard® LAS-99 can enable formulators to develop new and differentiated cost-effective cleaning/ 
disinfecting formulas with an EPA-registered DDBSA. Using an EPA-registered active simplifies and accelerates 
time-to-market of End-Use Products. Maguard® LAS-99 offers excellent antimicrobial performance in acidic 
conditions and can be applied to food-contact surfaces with the end-use concentration below 700 ppm (40 CFR 
180.940(a)). Maguard® LAS-99 is compatible with other anionic, nonionic, and amphoteric surfactants. 
Maguard® LAS-99 is easy to handle and well suited for easy-to-rinse formulations - leaving low streak, low haze, 
and high shine to surfaces. Maguard® LAS-99 is ideal for laundry sanitizing and Jan/San applications. 

STORAGE & 
HANDLING 

Refer to the Maguard® LAS-99 Safety Data Sheet (SDS) before handling. Avoid contact with eyes, skin, and 
clothing. Wear appropriate personal protective equipment and observe good industrial hygiene practices. 
Spilled material is slippery and foams profusely when hit with a stream of water. Maguard® LAS-99 is a 
corrosive strong acid. Store in 316 stainless steel or acid-resistant tanks. Do not store with strong oxidizing 
agents. 

PACKAGING Maguard® LAS-99 is available in poly drums, poly totes, and bulk quantities. 

See additional product information at www.pilotchemical.com 




